


      CRYSTAL CLEAR
WIRELESS MUSIC
	 IN EVERY ROOM

SYNCHRONOUS SIGNAL
	 TRANSMISSON IN REAL TIME

EASY EXTINSION
	 BY THE PUSH OF A BUTTON

SIMPLE INSTALLATION
       IN NO TIME

  	 INTERFERENCE FREE
                  WHILE USING OTHER WIRELESS NETWORKS

 	  	 SIMULTANEOUSLY



Application

Principle

Range

Frequency range

Signal-to-noise ratio

Specifics

AUDIOFLY

Wireless Audio 
Transmission System

New developed wireless 
audio technology, based 
on digital frequency 
hopping for perfect stability 
and flexibility

Up to 300 meters outdoor 
range
Up to 30 meters indoor 
range (signal can go 
through two walls)

10 Hz - 21.000 Hz

- 94 dB

- No signal interruption

- No quality loss

- No delay
(Suitable for combination 
with video-installations)

- Simple installation
(Devices connect automati-
cally)

- Simultaneous use of 
multiple wireless networks 
is possible

- Open system
(Easy modular extinsion by 
the push of a button)

- Up to four stand-alone 
systems in one room

- High-quality aluminium 
bodys

OTHER

Wireless Audio Streaming 
Systems

WLAN- and Bluetooth- 
Solutions 

Up to 30 meters outdoor 
range 
Up to 15 meters indoor 
range

n/a

n/a

- Interference-prone

- Squeezed sound

- Time delay of several 
hundred milliseconds

- Complex installation, 
systems do not connect 
automatically

- Other wireless networks 
interfere the signal trans-
mission

- Adding new devices is 
time-consuming

- Other wireless 
networks will be interrupted

- Mostly plastic cases

PRODUCT SPECIFICATIONS



Circuit points

Dimension

Weight

Body

Current supply

Accessories

Prices

Price single devices

Price accessories

Cinch

105 x 80 x 26 mm

0,4 kg / device

High-quality aluminium

115 V or 230 V

- Power supply
- Antennas
- Manual
- Audio cables (optional)

Basis-Set
(1 Transmitter, 1 Receiver)
398,- Euro

2.1 Set
(1 Transmitter, 2 Receivers)
593,- Euro

3.1 Set
(1 Transmitter, 3 Receivers)
791,- Euro

4.1 Set
(1 Transmitter, 4 Receivers)
990,- Euro

Transmitter
198,- Euro

receiver
198,- Euro

Antenna Standard
15,- Euro / Stk

Antenna Design
22,- Euro / Stk

power supply
15,- Euro / Stk

Cinch / 3,5 stereo jack

n/a

n/a

Plastic case

115 V or 230 V

n/a

PRODUCT SPECIFICATIONS



Imagine you could listen to your music in every 
room. Set up your speakers wherever you like!

With AUDIOFLY wires are not necessary anymore. 
All you need is a power point next to every speaker.

Our customer’s homes and stereo systems are 
highly individual. Hence a wireless audio system 
must be flexible and modular. The extension has 
to be simple and walls should be no obstacle.  
AUDIOFLY sends the signal through several walls 
easily.

For customers using active speakers AUDIOFLY 
offers a transmission system without integrated 
amplifiers and a transmission system for passive 
speakers with an integrated high-end amplifier in 
every receiver.

Filmfans won’t be disappointed as well!
AUDIOFLY is the only wireless audio system on 
the market which has no time delay. Literally your 
speakers will make noise exactly when something 
happens in the movie. No delay. 
100% movie experience.

There should be no problem to use the wireless 
Internet and listen to wireless music at the same 
time. AUDIOFLY won’t be interrupted by WLAN and 
other wireless networks and the other way around. 
Surf the web, browse your favorite pages and listen 
to wireless music simultaneously!

Does wireless mean that nobody will recognize your 
AUDIOFLY System? It’s your choice whether you 
place the devices behind or beside your speakers!
All AUDIOFLY products are build in high-quality 
aluminium cases made in Germany for longevity. 
For satisfied ears and eyes.

WIRELESS MUSIC AT THE HIGHEST STAGE



The illustration exemplifies an AUDIOFLY 4.1 SET containing 1 transmitter and 4 
receivers. The transmitter is located in center. Two pairs of speakers are standing out-
side and two pairs are standing inside the building. Each pair is connected to one of 
the four receivers. The signal range in the outdoor area reachs up to several hundred 
meters. In between the transmitter and the receiver at the top right are two walls.

The receivers are available without an integrated amplifier (for active speakers) and with 
an integrated high-end amplifier (for passive speakers).

The arrangement of the devices is variable at will.
A power supply for every device must be available.

FURTHER INFORMATION AND CONTACT

AUDIOFLY.DE

INFO@AUDIOFLY.DE

FREE YOUR SPEAKERS WITHOUT BOUNDARIES

Transmitter


